
Art. No. /

EAN
Warranty

30116

4011458301164

Width Depth Height

37.0 24.0 40.5 15.5 2

Width Depth Height

23.0 17.7 38.0 6,9 / 7,4 1

Description:

Technical Data:

Nominal performance:

Delivery height / pressure max.:

Flow rate max.:

Pump housing:

Suction level min.: 

Grain size max.:

Submersion depth max.:

Power cord:

Max. fluid temp.:

Pressure port:

Scope of delivery:

16.01.2018

2,640

T.I.P. 

Technische Industrie Produkte GmbH

Siemensstr. 17

74915 Waibstadt

Tel.: 07263-9125-0

Fax: 07263-9125-25

www.tip-pumpen.de

Submersible dirty-water pump

Maxima 300 IX

quantity / pallet:

quantity / truck:

80

weight (kg)

gross

Color Box dimensions in cm weight (kg)

net / gross

Product Information
without engagement until placement of order

Master Box Information

Supplier Article description

Master Box dimensions in cm

24

Months

Submersible dirty-water pump

Maxima 300 IX

Qty.

pack. Unit

(pcs.)

Article Information

- hose connector 32 mm - 39,59 mm (1 ¼"), female

- hose connector 38 mm - 45,48 mm (1 ½"), female

- reducing part: 45,48 mm (1 ½"), female - 41,91 mm 

  (1 ¼"), male

energery efifcient all-rounder in completely stainless 

steel version up to 30 mm grain size

700 Watt

7 m

35 °C

300 l/min / 18000 l/h

Stainless steel

8 m / 0,8 bar

40 mm

30 mm

10 m / H07RN8-F

47,8 mm (1½", male)

Approval marks:

High class all-round applicable submersible pump with 

thermal motor protection for dirty water up to 30 mm grit 

size. With stainless steel pump housing, stainless steel 

motor housing, stainless steel precision motor shaft and 

self-lubricating precision bearing. With a adjustable float 

switch for manual and automatic operation.

The pump isn´t rusting and is working solid and durable the 

whole time. 

Efficiency impeller-system with high delivery rate for clear 

water and dirty water.


